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ZONE 1

ZONE 2

ZONE 3

ZONE 4

@ = WATERLINE
10’ 10’
sl sl
ZONE 4 @ ZONE 4
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ZONE 1 ZONE 3 ZONE 1
1.5 MINIMUM;
2.5 WITH BLDG. ZONE 2 ZONE 2
SEWERS
SEWER LINE ZONES

SEWER LINE CAN BE LAID IN THIS AREA WITH NO SPECIAL REQUIREMENTS OF
EITHER CONSTRUCTION OR MATERIALS.

INSTALLING A SEWER LINE IN THIS ZONE IS NOT ADVISABLE AND MUST BE
JUSTIFIED IN EACH CASE. WATER LINE SHOULD BE LOCATED ON A BENCH OF
UNDISTURBED EARTH WHEN CONSTRUCTED CONCURRENTLY IN A COMMON
TRENCH WITH SEWER LINE.

INSTALLING A SEWER MAIN DIRECTLY OVER A WATER MAIN OR DIRECTLY
UNDER A WATER MAIN IN THIS ZONE IS PROHIBITED SINCE TAPPING AND O. &
M. OF EACH LINE WOULD BE IMPAIRED.

SEWER LINE CONSTRUCTION IN THIS ZONE WOULD GENERALLY NOT BE
PERMITTED. EACH INSTALLATION MUST BE JUSTIFIED. IF CONSTRUCTION
WAS PERMITTED, PRESSURE PIPE MATERIALS FOR THIS SEWER LINE WOULD BE

REQUIRED.

Effective 9/1/81

FIGURE A-1

SEPARATION OF PARALLEL WATER-SEWER LINES

1. PARALLEL WATER AND SEWER LINES: SEWER LINES SHOULD CONFORM TO

FIGURE A—1.

COMMON TRENCH CONSTRUCTION FOR WATER AND SEWER

SHOULD BE AVOIDED WHERE PRACTICAL. WHERE USED, THE MINIMUM

SEPERATIONS OF FIGURE A—1

SHOULD BE MAINTAINED.

2. VERTICAL SEPARATION FOR CROSSINGS OF WATER AND SEWER LINES: NO
SPECIAL PRECAUTIONS SHOULD BE NECESSARY WHERE TOP OF SEWER LINE IS
AT LEAST 1.5 FEET BELOW BOTTOM OF WATER LINE AND ADEQUATE
STRUCTURAL PROTECTION FOR EACH LINE IS PROVIDED.

OAR5?2

A-11

(September, 1981)
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, TRENCH RESURFACING

SAWCUT BOTH SIDES

X PAY WIDTH
SEE NOTE 1
/////**HNBH GRADE
—»‘ 6” f——— 6“ ‘
EX. CURB &
GUTTER
TABLE A
o | g [ e | oD T
AN | ANy | any | an D %7///////
4 10 4 8 ¢
6 10 4 8 I
8 10 5 e | A S T < B
10 10 6 B i
12 12 5 e dos / S
15 12 6 12 * J/
PAY DEPTH —
~— 24" MIN —~

TYPICAL SEWER MAINLINE TRENCH

NOTES:

1. WHEN X IS LESS THAN 5, CONTRACTOR SHALL

REMOVE AND REPLACE AC PAVEMENT TO CURB AND/OR

GUTTER PER CITY OF ROSEBURG.

2. WHEN SEWER MAINLINE IS NOT LOCATED IN PUBL
RIGHT—OF—=WAY, AC SHALL BE PER APPROVED PLANS.

3. TONING WIRE TO BE TAPED TO PIPE EVERY 10"
TONING WIRE SPECIFICATIONS, SEE ODOT STANDARD
SPECIFICATION 00445.12 PARAGRAPH E.

4. TRENCH BACKFILL IN RIGHT—-OF—-WAY SHALL BE

OR CLASS "B” IF APPROVED.

BACKFILL MATERIAL CLASSES PER 2015
ODOT STANDARD SPECIFICATIONS 00405.14

IC

FOR

[T ———— AC PAVEMENT PER CITY OF

ROSEBURG PUBLIC WORKS

DEPARTMENT AND DOUGLAS
COUNTY STANDARDS IN ALL
PUBLIC RIGHT-OF—-WAY. SEE

NOTE 2.

NOTES 4-6

NOTE 7

8

\TRENCH BACKFILL SEE

/TON\NG WIRE SEE NOTE 3

. ————PIPE ZONE BACKFILL SEE

\BEDDNG BACKFILL SEE NOTE

5. WHEN SEWER LINE IS IN UNPAVED AREAS OUTSIDE OF
RIGHT—-OF =WAY, TRENCH BACKFILL MATERIAL SHALL BE

CLASS "A”.

6. WHEN SEWER LINE IS IN PAVED AREAS OUTSIDE OF
THE RIGHT—OF—-WAY, TRENCH BACKFILL MATERIAL SHALL

BE CLASS "B

7. PIPE ZONE BACKFILL SHALL BE CLASS "B” 3/4"-0"
UNLESS OTHERWISE APPROVED.

8. BEDDING MATERIAL SHALL BE CLASS "B” 3/4"-0"
CLASS "E” CONTROLLED LOW STRENGTH MATERIAL (CLSM) UNLESS OTHERWISE APPROVED.
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TRENCH RESURFACING

T ——— AC PAVEMENT PER CITY OF

ROSEBURG PUBLIC WORKS
DEPARTMENT AND DOUGLAS COUNTY
STANDARDS IN ALL PUBLIC
RIGHT—-OF—-WAY. SEE NOTE 1.

\TRENCH BACKFILL SEE NOTES 4-6

/TON\NG WIRE SEE NOTE 3

. ——PIPE ZONE BACKFILL SEE NOTE 7/

\BEDDNG BACKFILL SEE NOTE 8

PAY WIDTH
/F\N\SH GRADE
6” kg”
z
z ]
;r
10"
g
@
477 — |
EQUAL DISTANCE 247
BOTH SIDES OF PIPE MINIMUM

PAY DEPTH

TYPICAL 4" OR 6" BUILDING SEWER TRENCH

NOTES:

1. WHEN SEWER MAINLINE IS NOT LOCATED IN PUBLIC
RIGHT—-0OF =WAY, AC SHALL BE PER APPROVED PLANS.

2. TYPICAL DEPTH OF COVER OVER SEWER LATERAL AT
PROPERTY LINE/RIGHT—OF—WAY SHALL BE 4’ MINIMUM.

3. TONING WIRE TO BE TAPED TO PIPE EVERY 10
FOR TONING WIRE SPECIFICATIONS, SEE ODOT STANDARD
SPECIFICATION 00445.12 PARAGRAPH E.

4. TRENCH BACKFILL IN RIGHT—OF—-WAY SHALL BE
CLASS "E” CONTROLLED LOW STRENGTH MATERIAL (CLSM)
OR CLASS "B” IF APPROVED.

BACKFILL MATERIAL CLASSES PER 2015
ODOT STANDARD SPECIFICATIONS 00405.14

5. WHEN SEWER LINE IS IN UNPAVED AREAS OUTSIDE
OF RIGHT—OF—=WAY, TRENCH BACKFILL MATERIAL SHALL
BE CLASS "A”.

6. WHEN SEWER LINE IS IN PAVED AREAS OUTSIDE OF
THE RIGHT—OF—-WAY, TRENCH BACKFILL MATERIAL SHALL

BE CLASS "B".

7. PIPE ZONE BACKFILL SHALL BE CLASS "B” 3/4"-0"
UNLESS OTHERWISE APPROVED.

8. BEDDING MATERIAL SHALL BE CLASS "B” 3/4"-0"
UNLESS OTHERWISE APPROVED.
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No. 1-RT - RISER RING -1 1/4”
WT. 15 lbs.

No. 1-RT - RISER RING - 2”
WT. 16 lbs.

Mo, 1.RT - EXTENSION - &
WT. 10 los i

No. 1-RT - EXTENSION - 12”
WT. 19 los. e

e
A —

et

No. 1-RT-Cl COVER
WT. 12 lbs.

No. 1-RT - BODY
WT. 54 |bs.

12 174"

py CAST
IRON
RING

IS

8 3/4"” Dia. x 12"
TRAFFIC VALVE BOX

PPPPPPPP

01-11-96

FINISH GRADE

BROOKS
TO READ

1—=RT-CI1
"SEWER”
T TTT

COVER

SCHEDULE 40 WITH THREADED PLUG \\\’_E%L’\

BROOKS 1-RT
8"-3/4" @
TRAFFIC VALVE BOX 1

I™>—prvc cLEANOUT
ADAPTER

TONING WIRE, LEAVE ENOUGH
EXCESS WIRE TO EXTEND

PVC SHORT PIECE

SANITARY SERVICE PVC WYE

18" ABOVE CAST IRON COVER
FOR WIRE SPECIFICATIONS, SEE ODOT
SPEC 00445.12 PARAGRAPH E.

45" BEND ELBOW

3034 PVC SANITARY SERVICE

FLOW

MIN SLOPE 2%

'
FLOW
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BULDING SEWER PIPE
SIZE AS SPECIFIED

]
=—12" MIN

[/ g I CO[H

—— 38" MAX —
SHALLOW TRENCH BUILDING

SEWER PLAN

1. MANUFACTURED TEE FITTING ON NEW
SEWERS 24~ AND SMALLER
2. USE INSERT—A—TEE ON ALL EXISTING SEWER

MAINS (RUSA SHALL INSTALL INSERT—A—TEE) g%%%% pAONSE A@?ENTSTLOQL@UG

TO PREVENT PLUG BLOWOFF

PROPERTY LINE & SECURE 27 X 4” POST IN
SEE NOTE 4 PLACE WITH TRENCH BACKFILL
PROVIDE VALVE BOX
SEE NOTE 9

EXTEND AT LEAST 127
SEWER MAIN CROUND SURFACE\ "| T ABOVE SURFACE

/ OR LATERAL

] e e e e
I e e
=== =]
=l=]=]is
ST
==
==

:

T
e
[ E—

SERVICE CONNECTION

SPLICE TO MAINLINE

TONING WIRE WITH \ MARKER
DIRECT HUB SPLICE KIT ;
,/SEE NOTE S i TONING WIRE, LEAVE ENOUGH
EXCESS TO EXTEND 18"
ABOVE CAST IRON COVER.
SEE NOTE 8.
\
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SEWER PROFILE
NOTES:

1. PIPE AND FITTINGS SHALL BE COMPATIBLE. ONLY MANUFACTURED FITTINGS SHALL BE USED.

2. TYPICAL MINIMUM DEPTH AT RIGHT OF WAY OR EASEMENT LINE SHALL BE 4.

3. MARKER POSTS AND BLOCKING SHALL BE TREATED WOOD. POST SHALL BE AN 8 FOOT LONG 2" X 47 FIR.
POST TO EXTEND 12" MIN ABOVE FINISH GRADE AND EXPOSED AREA SHALL BE PAINTED GREEN.

4. INSTALL CLEAN OUT AT OR NEAR RIGHT—OF—=WAY LINE.

5. LAY BUILDING SEWER AT MAX 45" FROM HORIZONTAL TO ACHIEVE REQUIRED DEPTH AT PROPERTY LINE WHEN

MINIMUM SLOPE RESULTS IN EXCESSIVE DEPTH OF OVER 4’ (SEE RUSA DEEP TRENCH BLDG SEWER STD DWG

445-140). I

6. FOR BEDDING AND BACKFILL SEE RUSA STD DWG 445—110. B o ever sTanDARDS Wﬁ\

7. MANUFACTURED TEE TO BE SET AT 45° FROM HORIZONTAL. oo R TITLE SHALLOW TRENGH (9 71)

8. FOR TONING WIRE SPECS SEE ODOT 00445.11 PARAGRAPH E. JVB BUILDING SEWER ¢ 2]

9. BROOKS 1—RT SEE RUSA CLEANOUT STD DWG 445-120 REZI/S:QO;“;(’];‘;E ROSEBURG URBAN SANITARY AUTHORITY 7”4@@\«)&
3/13/8019 | KOSERURG Or. 57170 SCALE: | SHEET NO.
12/18/2018 PHONE: (541)-672-1551 NTS 445-130




DIRECT HUB SPLICE KIT

SPLICE TO MAINLINE
TONING WIRE WITH

|

LONG RADIUS BEND

s °© o ° ° o °© oo
O OO O 09 o o

o O _° o ° o_°
O OOOO O o

&—MANUFACTURED TEE
SET AT 45
FROM HORIZONTAL.

DEEP TRENCH BUILDING SEWER
(DEPTH GREATER THAN 6°)

NOTES:
1. PIPE

AND FITTINGS SHALL BE COMPATIBLE. ONLY MANUFACTURED FITTINGS SHALL BE USED.

2. TYPICAL MINIMUM DEPTH OF BUILDING SEWER AT RIGHT OF WAY OR EASEMENT LINE SHALL BE 4.
3. MARKER POSTS AND BLOCKING SHALL BE TREATED WOOD. POST SHALL BE AN 8 FOOT LONG 2" X 4~
FIR. POST TO EXTEND 12”7 MIN ABOVE FINISH GRADE AND EXPOSED AREA SHALL BE PAINTED GREEN. SEE

RUSA STD DWG 445-130 FOR DETAILS.

4. INSTALL CLEAN OUT AT OR NEAR RIGHT—OF—WAY LINE. SEE RUSA STD DWG 445-130 FOR DETAILS.

5. FOR BEDDING AND BACKFILL SEE RUSA STD DWG 445-110.
6. MANUFACTURED TEE TO BE SET AT 45" FROM HORIZONTAL.
/7. FOR TONING WIRE SPECIFICATIONS SEE ODOT STANDARD SPECIFICATION

00445.11 PARAGRAPH E.
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EASEMENT

20'TYP

i 10’

OVER SANITARY

NOTES:

N TRAVEL LANE, SEE NOTES 1-3

>¥ EASEMENT'S CENTERLINE TO BE

SEWER MAIN

1. TRAVEL LANE IN EASEMENT SHALL BE A MIN OF 3" OF AC ON 12" OF AGGREGATE BASE.
2. TRAVEL LANE TO SPAN THE ENTIRE LENGTH OF EASEMENT UNLESS OTHERWISE APPROVED BY RUSA.

5. SHOULD TERRAIN PREVENT TRAVEL LANE FROM BEING IN THE CENTER OF EASEMENT, OTHER DESIGNS MAY
BE SUBMITTED TO RUSA FOR APPROVAL, THE DESIGN SHOULD NOT PLACE THE TRAVEL LANE MORE THAN 3’

FROM SEWER MAIN. ADDITIONAL EASEMENT WIDTH MAY BE NEEDED.
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~——12" MIN

4”@ BULDING SEWER PIPE

1]

3 1]

N

-

SEWER MAIN
OR LATERAL

< <®> ‘ m:U [ 2" PRESSURE

-~ 38" MAX —

2" PRESSURE BUILDING SEWER
PLAN

. MANUFACTURED TEE FITTING ON NEW
SEWERS 24~ AND SMALLER

2. USE INSERT—A-TEE ON ALL EXISTING SEWER
MAINS (RUSA SHALL INSTALL INSERT—A—-TEE)

PROPERTY LINE
SEE NOTE 3

PROVIDE VALVE BOX
SEE NOTE 7

GROUND SURFACE

SEWER

TONING WIRE, LEAVE ENOUGH
EXCESS TO EXTEND 18”7
ABOVE CAST IRON COVER. !
SEE NOTE 6.

SPLICE TO MAINLINE
TONING WIRE WITH

DIRECT HUB SPLICE KIT

Q

O o

o

NOTES:

1.

3.

6. FOR TONING WIRE SPECS SEE ODOT 00445.11

SEE NOTE 4

9
OCo0Q0
Oo @] 060000

o _

2" PRESSURE BUILDING
SEWER PROFILE

o] |

—

| 27 PRESSURE SEWER

24" MIN DEPTH

4”7 X 27 REDUCER

4”7 45 BEND
4" PVC WYE

o 00
0°359 4 % PLUG

PIPE AND FITTINGS SHALL BE COMPATIBLE. ONLY MANUFACTURED FITTINGS SHALL BE USED.
2. TYPICAL MINIMUM DEPTH AT RIGHT OF WAY OR EASEMENT LINE SHALL BE 4.
INSTALL CLEAN OUT AT OR NEAR RIGHT—OF—-WAY LINE.
4. LAY BUILDING SEWER AT MAX 45" FROM HORIZONTAL TO ACHIEVE REQUIRED DEPTH AT PROPERTY LINE WHEN

MINIMUM SLOPE RESULTS IN EXCESSIVE DEPTH OF OVER 4’ (SEE RUSA DEEP TRENCH BLDG SEWER STD DWG
445-140).
5. FOR BEDDING AND BACKFILL SEE RUSA STD DWG 445-110.

PARAGRAPH E.

7. BROOKS 1—RT SEE RUSA CLEANOUT STD DWG 445-120
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MANHOLE COVER AND SURBURBAN FRAME
PROVIDE RUSA STD. LID

SEE DETAIL 470-150. TONING WIRE — COIL AND SECURE WIRE TO

FASTENER. LEAVE ENOUGH FREE WIRE TO EXTEND

FINISH GRADE 18" ABOVE TOP OF MANHOLE COVER.

PRECAST GRADE RING(S)
(AS REQUIRED)

e g PrEcser craet i) — \f =

GROUT TO FORM A WATER TIGHT SEAL\\; \ — FVARES (127 MAX)

TONING WIRE: DRILL CONE AND —— )i . o]

SEAL, SEE NOTE 4 CRECAST

i CONCENTRIC
e CONE .8

MANHOLE GASKET BETWEEN EACH o
RISER IN CONJUNCTION WITH A [ oo JTHERMISE
BUTYL RUBBER JOINT SEALANT, )
SEE NOTE 9

SEE JOINT DETAIL

PRECAST RISER(S)
(AS REQUIRED)

- —— J} :
PIPE_CONNECTION, KOR—N—SEAL 106 406° =
SERIES PIPE TO_MANHOLE CONNECTO >~ ~—1— CONCRETE_BENCH
ANNULAR SPACE SHALL BE GROUTED - e : SLOPE VARIES, %IN/FT MIN SLOPE
WITH NON—SHRINK GROUT s
|
PRECAST MANHOLE BASE— 1~ [ CONCRETE INVERT CHANNEL,
: SLOPE VARIES, JIN/FT MIN 'SLOPE
BASE ROCK PER
PROJECT SPECIFICATIONS 6" MIN
0P o507
FOUNDATION STABILIZATION AS REQUIRED
NOTES STANDARD SANITARY SEWER MANHOLE

1. ALL PRECAST PRODUCTS SHALL CONFORM TO REQUIREMENTS OF ASTM C478. OR APPROVED EQUAL

2. STANDARD PRECAST MANHOLE SECTION DIAMETER SHALL BE 48”. OTHER DIAMETER MANHOLES ALLOWED ONLY
WITH RUSA’S APPROVAL.

3. INVERT CHANNELS SHALL BE FACTORY INSTALLED AND CONSTRUCTED TO PROVIDE SMOOTH SLOPES AND RADII TO
OUTLET PIPE.

4. ALL CONNECTING PIPES SHALL HAVE A TONING WIRE, OR APPROVED ALTERNATE. FOR TONING WIRE
SPECIFICATIONS SEE ODOT STANDARD SPECIFICATION 00445.12 PARAGRAPH E.

5. LOCATION, ELEVATION, DIAMETER, SLOPE, AND NUMBER OF PIPES VARY, SEE PROJECT PLANS.

6. ALL NEW MANHOLES SHALL BE TESTED PER ASTM C1244-11.

7. ALL BUILDING SEWERS SHALL CONNECT THROUGH KOR—N—SEALS AND BE LAID AT A MIN SLOPE OF 1/4" PER

FOOT UNLESS AUTHORIZED BY RUSA TO REDUCE THAT MINIMUM TO

1/8" PER FOOT.

8. TO INSTALL A BUILDING SEWER MORE THAN 24" ABOVE THE FLOW
LINE A PIPED INSDIE DROP MUST BE APPROVED, SEE RUSA STD DWG

(APPROVED
JVB
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STANDARD MANHOLE
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MANHOLE JOINT SEALING METHODS DETAIL

BACKER ROD

CONSEAL 1900
SEALANT

CS—231 SEALANT
CS—80 PRIMER

CS—231 SEALANT
T oo oy —
PROFILE VIEW (COMPRESSED)

/—CONSEAL 1900 SEALANT

| ~—_BACKER ROD

——CS—80 PRIMER FOLLOWED BY
CONSEAL CS—-212 JOINT WRAP
CS—231 SEALANT

MASTIC ENDS DETAIL

FOR EACH CONCRETE SECTION:

1. CLEAN AND DRY THE JOINT MATING SURFACES.

2. APPLY CS-80 PRIMER TO THE LOWER FLAT SURFACE OF THE JOINT.

3. PLACE CS—231 SEALANT ON THE LOWER FLAT SURFACE AND AGAINST EDGE OF VERTICAL PORTION OF

SPIGOT

4. CUT EACH END OF THE CS—231 SEALANT AT 45 AND KNEAD TOGETHER TO MAKE ONE CONTINUOUS

PIECE.

5. STACK ALL OF THE CONCRETE SECTIONS. REMOVE ALIGNMENT BRACKETS AND HARDWARE.

6. INSTALL BACKER ROD IN EACH JOINT THAT HAS A GAP GREATER THAN #”. — —

7. PLACE A LARGE CONTINUOUS BEAD OF CONSEAL 1900 SEALANT INTO THE GAP OF EACH JOINT. roEr 0| SANTARY SEWER sTaNDARDS | S5
ALLOW 15 MIN TO BECOME TACKY AND TOUGH. R (@ ~%)
8. APPLY CS—80 PRIMER ON THE OUTSIDE OF EACH CONCRETE SECTION, 6" ABOVE AND BELOW RO o JOINT DETAIL o Je
EACH JOINT. REVISION DATE} ROSEBURG URBAN SANITARY AUTHORITY \%kmﬁ“‘&
9. APPLY A 12" WIDE LAYER OF CS—212 JOINT WRAP, 6" ABOVE AND BELOW EACH JOINT. [—3/8/2024 vosouins —
10. BACKFILL. O T
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VARIES

[

L — CLSM

IYPICAL OUTSIDE DROP MANHOLE

——4"IN CLEAR 3 SIDES

~—PIPE DIAMETER TO MATCH
MAIN LINE PIPE DIAMETER

90" BEND

FOR MAINLINES AND BUILDING SEWERS

q/A ’\l \l__ USE STANDARD KOR—N-—-SEAL
MANHOLE ADAPTER
. .
1 N PVC TEE
4 v PVC SPOOL
/] a /
22 O
& g )
?m’ a
. 4 C
RIGID GASKETED COUPLER WITHIN 6"
y 4 OF CONCRETE ENCASEMENT
. N
/] 5 R
. T
=
<
=

PROJECT NAME
SANITARY SEWER STANDARDS

[DRAWN
JJB
REVIEWED
RMK

[APPROVED
JVB

TITLE
OUTSIDE DROP

REVISION DATE]

6/30/2020

6/19/2019

12/17/2018

ROSEBURG URBAN SANITARY AUTHORITY
1297 NE GRANDVIEW DR.

P.O. BOX 1185

ROSEBURG OR, 97470

PHONE: (541)-672-1551

SHEET NO.
470-110




PIPE PROJECTING
BEYOUND INTERIOR

SURFACE OF MANHOLE -
WALL IS NOT ALLOWED /'\I\/

WATERTIGHT
SEAL

PIPE TYPE, SIZE, AND
CONNECTION PER PLAN, AS
APPROVED

CONSTRUCT CHANNEL AND SLIDE
SIMULTANEOUSLY

VARIABLE DIA.

<

2

—— KOR—N—-SEAL

ALL INSIDE DROPS REQUIRE

i PRIOR APPROVAL FROM RUSA

DRAWN Jup| PROJECT NAME

B
( D RIVIEWID, | SANITARY SEWER STANDARDS

TITLE INSIDE DROP WITH
BEAVER SLIDE

APPROVED
JVB

REVISION DATE| ROSEBURG URBAN SANITARY AUTHORITY

OPEN_INSIDE DROP WITH BEAVER SLIDE &/157205 | 13 I

5/24/2019 | ROSEBURG OR, 57470 SCALE: | SHEET NO.

(8”0 OR GREATER) 12/17/2018] " O NTS | 4707120




CONSTRUCT PIPE WITH
WATERTIGHT SEAL AND
CONNECTION. PROVIDE A
SANDED COLLAR OR
KOR—N—-SEAL FOR PVC &
HDPE

ivel

18”7 MAX TO FIRST

RIGID GASKETED COUPLER

(RIGID PIPE ONLY)

MIN DROP 3'—

MANHOLE \NALL/

GLUE FITTING——

CHANNEL BASE——

Y

™~ DROP BOWL (SEE TABLE).

STUB PIPE 2”7 INTO MANHOLE

A HOOD SHALL BE USED WHEN
THE INCOMING SEWER LINE'S
SLOPE IS 3% OR GREATER.

|tk |
o]

A )

/jQ/

—1

2—304 SS1/2” ANCHOR BOLTS
PER CLAMP EMBEDED 1—-1/2"
INTO MANHOLE WALL, BOLT
LENGTH VARIES.

3” MAX CLEARANC

\
|

RIGID ADAPTOR OR EQUAL.

ANCHOR DROP PIPE WITH 304-SS
PIPE CLAMP AND ANCHORS, MIN 2
PLACES. MAX SPACING OF CLAMPS
SHALL BE 4.

3\,

X" DIA. PIPE DROP PIPE, ASTM
D3034 SDR35 PVC PIPE. (REFER
TO TABLE)

ASTM D3034 SDR35 45 PVC ELBOW.
(ORIENT OUTLET IN DIRECTION OF FLOW)

PIPED

MIN @ 487

INSIDE DROP CONNECTION

WITH DROP BOWL

1

SILICONE SEAL BOWL
TO MANHOLE WALL.
SECURE WITH 3/8"
0.D. ANCHOR BOLTS.

&

A

A

N

s

2"Wx1°D AT THE INVERT
OF THE INCOMING PIPE.

CUT A V" NOTCH

[e)

(]
==

L

=/~

|
1/4 OF PIPEQ

STAINLESS
STEEL PIPE N g u
CLAMP DETAIL DETAIL DETAIL
INCOMING SEWER| DROP PIPE SIZE DROP BOWL NOTES:
SI7E n MODEL 1. ALL INSIDE DROPS MUST HAVE RUSA’S
X PRIOR APPROVAL.
8” DIA. 68” DIA. A—6 DRAWK "~ TPROJECT NAME
TEUTEWED SANITARY SEWER STANDARDS
' ) RMK
10" DIA. 8” DIA. B-8 ~PPRoviD | | PIPED INSIDE DROP
REVISION DATE| ROSEBURG URBAN SANITARY AUTHORITY
12" DA 10" DIA. 8-10 G770 | 1
3/13/2019 | ROSEBURG OR, 97470 SCALE: | SHEET NO.
12/17/2018| MO G NTS | 470-130




B—l !
PRECAST ’
CONCRETE | - a ) )
MANHOLE . 48 g

RISER | TYP

7 X “““““““““““““““““““““““““ /]
127 wWALL USE CONCRETE BONDING AGENT

6" MIN OVERLAP

CONSTRUCT CHANNEL AND

SHELF IN FIELD MIN 3"/FT
SLOPE

REMOVE TOP OF PIPE TO
CREATE FLOW CHANNEL

6” MIN CONCRETE -

IYPICAL POUR IN PLACE MANHOLE BASE
LARGE DIAMETER CONCRETE PIPE

NOTES:

1. ALL POURED IN PLACE CONCRETE SHALL HAVE A 28 DAY STRENGTH OF 3300 PSI AND A SLUMP OF 2"—4".

PRAWN = TPROJECT NAME
REVIEWEDRMK SANITARY SEWER STANDARDS

TITLE
[APPROVED
jvp| POUR IN PLACE MH

REVISION DATE| ROSEBURG URBAN SANITARY AUTHORITY
1297 NE GRANDVIEW DR.

6/30/2020 | p0.Box 1185

6/19/2019 | ROSEBURG OR, 97470 SCALE: SHEET NO.
5/24/2019 | "ONE GHD-67151 NTS 470-140




1" RAISED LETTERING

2) 3/47 HOLES
(RECESSED FLUSH) (2) 3/

©

X dA/AQ/OW 89€09¢00
\

[w 7/16”
49€1D
{ sV WISV
1) OPEN
(1) 5

PICKHOLE

-~ 15/16"

COVER FRONT COVER BACK

-~ 24 3/47 DIA

K _ [e ﬁgzﬂ 4
ﬂ%/”ﬁﬁﬁ Ty ¢

2 7/8“J ) * 1. 1(20 MIN
6" SQ. )
1/2 7
, L<4444424 1/2"—
1/2” 3Q.
| 30 3/4"
f————— 22 W/Z” DIA
COVER SECTION SUBURBAN STYLE FRAME
STANDARD SEWER MANHOLE COVER
APPROVED MANUFACTURERS
EAST JORDAN IRONWORKS
FRAME — PRODUCT NO 260111
COVER — PRODUCT NO 260368
D&L FOUNDARY
FRAME — PRODUCT NO A—-2017-61
COVER — PRODUCT NO A-2017-R2
DRAWN JJB | PROJECT NAME
e TEWED SANITARY SEWER STANDARDS

TITLE
APPROVED |\ o1 FRAME & COVER
REVISION DATE| ROSEBURG URBAN SANITARY AUTHORITY
1297 NE GRANDVIEW DR.
6/19/2019 | ;5 gox 1185

3/13/2019_| ROSEBURG OR, 97470 SCALE: | SHEET NO.
12/17/2018 | "HONF CHDE7151 NTS | 470-150




a » 3% SLOPE TO

/
o3 e CURB ‘e
L) a < <
a <
4 4 4
v J. 4 5 4 4 2
< 4 M
a 2 g 4]
< s P = 4 2 Eal 4 <
”
< 6.07 TYPH 2 v < 4 CURB A 4 N
) < 4 < 4 4
“ 2 < 4 2
A <4
< S ; 4 4 ” , 4 < < 9
4 < 2 4 <
N 4 a9 4 ” N < 4., 4 A
18.0” TYP . . GUTTER £ e .
< v A a 2 , < < 4
< 2 4 4 a v <
h 2 “, QA9 a
4

M&NHOLE APRON_ADJACENT TO CURB_AND GU%TER

CONCRETE SEE
NOTES 3 & 4

4 4 7 < 4
a 2 < pa)
e 3.0° MAX L P
Aq p 2% SLOPE TO'- 4
a 4 4 « - PAVEMENT
a 2 , 4 v
° M qA 4 A
< <4
¢ 44 0 2 . 7 - <
< A A Y ¥ Y
PAVEMENT

NOTES: MANHOLE APRON_ ADJACENT

10 PAVEMENT

1. ALL POURED IN PLACE CONCRETE SHALL HAVE A 28 DAY
STRENGTH OF 3300 PSI AND A SLUMP OF 27—-4".

2. ADJACENT PAVING MATERIAL SHALL MATCH THE EXISTING OR
PROPOSED PAVING.

3. CONCRETE MIN THICKNESS 6"

4. #4 REBAR TO BE PLACED 12”7 0.C. EACH WAY.

PROJECT NAME

SANITARY SEWER STANDARDS

[DRAWN
JJB
[REVIEWED
RMK

TITLE
APPROVED |\ o] MANHOLE APRON
REVISION DATE| ROSEBURG URBAN SANITARY AUTHORITY
1297 NE GRANDVIEW DR.
6/19/2019 | ;5 gox 1185
5/30/2019 | ROSEBURG OR. ;"*‘_’P SCALE: SHEET NO.
3/13/2010 | PHONE: (5416721551 NTS 470-160




FINISH GRADE

N

N/
N/
N/
REMOVE 3 MIN. MH SECTION FROM
FINISH GRADE. BACKFILL AND
COMPACT WITH CLASS B MATERIAL
2 »\ : o /]
g | — BACKFILL WITH FLOWABLE CONCRETE OR CLSM
Lo | ABANDON PIPE IN PLACE PER
el T SPECIFICATIONS (F\LL WITH FLOWABLE
SR R CONCRETE)

3

TYPICAL MANHOLE (ABANDONED)

(OPTION: REMOVE MANHOLE AND BACKFILL/COMPACT WITH CLASS B MATERIAL)

DRAWN JJB | PROJECT NAME
S EVIEWED SANITARY SEWER STANDARDS

TITLE
APPROVED |\ o] ABANDONED MANHOLE

REVISION DATE| ROSEBURG URBAN SANITARY AUTHORITY

1297 NE GRANDVIEW DR.
6/19/2019 P.O.BOX 1185

12/17/2018 | ROSEBURG OR, 97470 SCALE:
PHONE: (541)-672-1551 NTS

12/14/2018

SHEET NO.
490-100




EXAMPLES
/ \\ 5 TYP TRENCH WIDTH FOR PIPE 24" OR LESS

‘ | ‘ | ‘ || 72 TYP TRENCH WIDTH FOR PIPE 24" — 48~
‘ ‘ EXISTING GROUND
| NOT et
. OK . oK
] T
L 1] |
ZONE A
/N N
/ \ 0 !
, /
’ /\ \ !
W . ZONEB )
/ N
/ N
N N / . i /
/ ! N \
/
\ /
N4 N ,
X(1.5) L~ MIN. PIPE BEDDING 6"
SEWER PROXIMITY BUILDING DETAIL
NOTES:

7. NO CONSTRUCTION WILL BE PERMITTED WHERE THE WEIGHT OF THE NEW CONSTRUCTION'S LOAD BEARS
IN' ZONE "A” WITHOUT AN APPROVED ENGINEER'S SUBMITTIAL TO ROSEBURG URBAN SANITARY AUTHORITY.
2. PIPE DIAMETER AND DEPTH (X) CAN BE OBTAINED FROM ROSEBURG URBAN SANITARY AUTHORITY.

[DRAWN

PROJECT NAME 5
JJB GPURG On
REVIEWED SANITARY SEWER STANDARDS K\Q@(A
APPROVED TITLE SEWER PROXIMITY ‘ ]
JVB BUILDING DETAIL & 5‘
REVISION DATE| ROSEBURG URBAN SANITARY AUTHORITY 2 \,\\0“7
1297 NE GRANDVIEW DR. Ry auty”
6/19/2019 | ;5 pox 1185 s
12/17/2018 | ROSEBURG OR. 0 SCALE: SHEET NO.
12/14/2018] "N I NTS | 490-110






